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Mixed Flow Igig Pompa + Submersible Pump

Performans Egrileri 3x400 V
Performance Curves 50 Hz / 2900 rpm
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Igic Pompa « Submersible Pump

Teknik Veriler
Technical Data

Karisik Akisli

Mixed

Paslanmaz Celik Pompa
Stainless Steel Pump

Flow

F10-SP210

3x400 V
50 Hz / 2900 rpm

Maks.

[Q]

b | romm | 27 |

P?r’_“Pa M;{“_” Motor | 400v/] Ma: Outlet | Pump | Pump |[Imp-GPM]| 0 |183,3366,6 5499 6232 696,6 7699|8432 9165 989,9
e | P Pump Dia Diameter | Length | Weight | ,q_gpm]| o | 220,1 440,3 6604 748,5 836,5 924,6 1012,7 11007 11888
Type Tyee | Py I\ @Max, @D L, | W, [Us] 0 | 139|278 | 417|472 | 528 | 583 | 639 | 69,4 | 750
[kW][HP]1 [A] [mm] | [inch] | [mm] | [kg] [m*h] 0 50 | 100 | 150 | 170 | 190 | 210 | 230 @ 250 | 270

F10-SP210/01 | FM6 | 185 25 | 42,0 = [ 72 [ s 36 | 35 [ 32 [ 27 [ 26 [ 24 [ 23 [ 21 [ 19 | 16
F10-SP210/02 | FM8 | 37 | 50 | 76,0 ZE | o | e T 72|71 |63 |54 | 51 |48 | 46 | 42 | 37 | 3
F10-SP210/03 | FM8 | 55 | 75 | 1100 =T | 4| 7 &5 | 107|106 | 95 | 81 | 77 | 73 | 68 | 63 | 56 | 47
F10-SP210/04 | FM8 | 75 | 100 | 148,0 28 | 1200 3 £ | 143 142 127 | 108 | 102 | o7 | ot | 84 | 74 | 62
F10-5P210/05 | FMt0 | 02 [125 | 1800 | § | §Z2 | 1es | o4 | —Z | 179 177 |15 | 135 | 128 | 121 | 114 | 105 | o3 | 78
F10-5P210/06 | FM10 | 110 (150 | 2110 | § | § | 1642 | 105 | =3 E 215 212 | 190 | 162 | 153 | 145 | 137 | 126 | 11 | 93
F10-SP210/07 | FM10 | 129 | 175 | 249,0 22 | 1818 | 115 G5 | 251|248 | 222 189 | 179 | 169 | 159 | 146 | 130 | 109
F10-SP210/08 | FM10 | 147 | 200 | 284,0 ©% | 194 | 126 ® 2 | p87 | 283 | 253 | 216 | 204 | 193 | 182 | 167 | 148 | 124
F10-SP210/09 | FM10 | 166 | 225 | 318,0 oo | 2170 | 137 © | 322 | 319 | 285 | 243 | 230 | 218 | 205 | 188 | 167 | 140
F10-SP210/10 | FM10 | 185 | 250 | 358,0 & | 236 | 148 358 | 354 | 317 | 270 | 255 | 242 | 228 | 209 | 185 | 155

Calisma Kosullari
Working Conditions

Calisma Gerilimi / Operating Voltage
Frekans / Frequency

Maks. Su Sicakhgr / Max. Water Temp.
Maks. Kum Miktann / Max. Sand Amount
Doniis Yonu / Rotation

Doniis Hizi / Rotational Speed

Mil Gapi / Shaft Diameter

Mil Ucu / Shaft End

: 3 x 380V -400V -415V (- %10/ +%6)
: 50 Hz

1 40°C

: 50g/m*®

: Saatin Tersi Yonunde / Counterclockwise
: 2900 rpm

: @45 mm

: NEMA Stadardina Uygun / According to NEMA Standard

www.ferat.com.tr

Performans Toleranslar / Performance Tolerances : EN ISO 9906

Performans Parametreleri
Performance Parameters

Atmosferik Basing / Atmospheric Pressure
Su Sicakhgi / Water Temp.

Kinematik Viskozite / Kinematic Viscosity
Ozgiil Yogunluk / Specific Density

: 1Bar

1 15°C
c1mm?/s

: 1000 kg / m*
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